





TC40A Drilling & Tapping Center

Main Specifications
T EMIG

AT £ \/ TC40A
TEERT mm 650 x 400
Worktable dimension
TEE RARRES kg 300
Worktable . Al
¥ﬂ%t mm 3-18 % 125
-slo
iiﬂ _ mm 500
axis
fpﬁ | mm 400
" axis
?ﬁ | mm 330
axis
ot TEAEREZE T HinHE
Travel Distance from worktable to spindle nose et 150~480
FHPOEZH SR E T
Distance from spindle center to guideway 435
guard of Z axis
FHAROZEINGIF B S &R/NES -~ 650
Min.distance from spindle center to the
inside of front guard
EHFR pm 50 ~ 20000
Spindle speed
i FHhHE N.m 7
Spindle Spindle torque
;“piiﬁn?lﬂlmotcr kw 2.2/3.7(a2i)
L MAS BT30
Taper hole
XIY IZH R IR E m/min 48
S X/Y/Z axis rapid feed rate
Feed rate XIY 12 A EE - 20
XIY1Z axis feed rate
XIYIZ 8 kw X. Y: a8is; Z: al2is
X/IY/Z feed axis motor
JIHRE |
Shank type MAS BT30
FIETRIZ
Pull stud type MAS P30T— |
TIEBNEY | .
Magazine capacity e 21
JI e NESXKER (#%7]) .
- Max.tool diameter(adjacent pots full) L ®50
Tool magazine
NEEXER (IRz=7])
Max.tool diameter(empty) Ll el
JNESEXKE
Max.length of tool mm 110
JERKXKES
Max.weight of tool Kg 3kg
7] B[] ‘
Tool change time ) 1.9
ZHE% Control system HEEANUC=-0i-MF
XIYIZMELBE i
XIYIZ axis positioning accuracy el XIY1Z%:0.010
fS5E Accuracy .
XIYIZHEEENBE — |
XIY/Z axis repeatability X/IY1Z3%R:0.006
bR (P HEEES ) | N |
NS S Floor occupation(including chip conveyor) P 1650x2350x2500
Overall dimension == T 58
Weight
EE=SED
°neumatic pressure Mpa 0.5~0.8
NLRED TR pesSESE o 280
Power supply Pneumatic air consumption ik |
fj"ﬂﬁ 318 AC380V, 50/60Hz, 10KVA
ower









